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About This Guide

About This Guide

Thank you for choosing the SIRT29G IPphone, a Gigabit color IP phone which is exquisitely
designed to provide business telephony features such asCall Hold, Call Transfer, Busy.amp
Field, Multicast Paging and Conference over an IP network.

This guide provides everything you need to quickly use your new phone. First, verify with your
system administrator that the IP network is ready for phone configuration. Also be sure to read
the Paclaging Contents and Regulatory Notices sections in this guide before you set up and use
the SIRT29G IP phone.

Note Network Directory and Network Call Log features are hidden for IP phones in neutral firmware
version, which are designed for the BroadWorks environment. Pleasecontact your system
administrator for more information .

In This Guide

Topics provided in this guide include:
Chapter 1 Overview
Chapter 2 Getting Started
Chapter 3 Customizing Your Phone
Chapter 4 BasicCall Features

Chapter 5 Advanced Phone Features

Summary of Changes

This section describes the changes to this guide for each release and guide version.

Changes for Release 81, Guide Version 8 1.20

Major updates have occurred to the following sections:

Wallpaper on page 41
Screen Saveron page 43
Changes for Release 81, Guide Version 8 1.15

The contents in the following section are removed to Frequently Asked Questions on Yealink IP

\
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Phones

Troubleshooting
The following section is new:
BLF RingType on page 61

Major updates have occurred to the following section s:

Screen Savermon page 43
Power Saving on page 45

Incoming Intercom Calls on page 180

Changes for Release 81, Guide Version 8 1.10

The following sections are new:
Network Connection on page 23
Wireless Network Settings on page 28
Screen Savermn page 43
Power Saving on page 45
Key Tone on page 60
Call Mute on page 127
Major updates have occurred to the following sections:
Icon Instructions on page 3
Basic Network Settingson page 26
Language on page 50
Volume on page 57
DSS Key=n page 91
Dial Planon page 107
Call Parkon page 150
Call Transferon page 143
Busy Lamp Field (BLFon page 161
Intercom on page 179
Call Recordingon page 169

Multicast Paging on page 183
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Overview

Overview

This chapter providesthe overview of the SIRT29G IP phone. Topics include:

Hardware Component Instructions
Icon Instructions

LED Instructions

User Interfaces

Documentations

If you require additional information or assistance with your new phone, contact your system

administrator.

Hardware Component Instructions

The main hardware components of the SIRT29G IP phone are the LCD screen and the keypad.
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Hardware component instructions of the SIP-T29G IP phone are:

Iltem Description
Shows information about calls, messages, soft keys, time,
date and other relevant data:
HU Default account
N H  Oradrmation Kcaller ID, call duration
\W LCD Screen
H | dfor Bxample,g )
HU Mi ssed call text or secon
HU Prompt t e x t'Sanfceonfig fdeXla mp |l e,
HIime and date
Indicates phone power and some feature statuses.
? Power Indicator LED HO Recei ves aMKFastfltashmgni ng cal |
HO Receives a voi c&Slonyflashingr |
~ ) Usethese keysto activate up to sixteen accounts and assign
Yy Line Keys .
various features.
. Label automatically to identify their context-sensitive
Y | Soft Keys
features.
@ @ @ @ Scroll through the displayed information.
z Confirms actions or answers incoming calls.
. Cancels actions or rejects incoming calls.
z HEADSET Key Toggles and indicates the headset mode.
y HOLD Key Places a call on hold or resumes a held call.
Z TRAN Key Transfers a call to another party.
y Speakerphone Key Toggles the hands-free speakerphone mode.
y4 RD Key Redials a previously dialed number.
MESSAGE Key Indicates and accesses voice mails.
CONFKey Conducts a conference call with multiple other parties.
MUTE Key Mutes or un-mutes an active call.
Adjusts the volume of the handset, headset, speaker ringer
Volume Key )
or media.
Provides the digits, letters and special characters in
Keypad . o
context-sensitive applications.
Speaker Provides hands-free (speakerphone) audio output.
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Item Description

Secures the handset in the handset cradle when the IP

] phone is mounted vertically. For more information on how
Hookswitch Tab ) ) )
to adjust the hookswitch tab , refer to Yealink Wall Mount

Quick Installation Guide for Yealink IP Phones

HPicking up the handset from the handset cradle, the

) hookswitch bounces and the phone connects to the line.
Hookswitch ]
Huayling the handset down on the handset cradle, the phone

disconnects from the line.

Icon Instructions

Feature Status lIcons

Icons appearing on the status bar are described in the following table:

Icons Description

w Network is unavailable

Jy Hands-free speakerphone mode
% Handset mode

:., Headset mode

=4 Voice Malil

Text Message

Auto Answer

Do Not Disturb (DND)

Ringer volume is 0

210 £ H

®

Phone Lock
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Icons Description
Izl Keep Mute
W Missed Calls
) Call Forward
® Recording starts successfully (Using a USB
— flash drive)
" Recording is paused (Using a USB flash
— drive)
¥ Bluetooth mode is on
ha

Bluetooth headset is both paired and

connected

Wi-Ficonnection is successful

Wi-Fi connection failed

Line Key Icons

Icon indicator (associated with line key features)

Icons Description
Hold
Private Hold
@ DND
Voice Mail
SMS

Direct Pickup

Group Pickup

< & « I

DTMF

Prefix

[

Local Group
XML Group




Overview

Icons

Description

LDAP

XML Browser

.'ﬁ', Conference
i | Forward
“ Transfer
%‘ RecCall
1’ Record
URL Record
o Recording starts successfully (Record/URL

Record)

Multicast Paging
Group Listening
Paging List

Hot Desking

Zero Touch

URL

Phone Lock

Directory

Speed Dial

Icon indicator (associated with line)

Icons

Description

P

The private line registers successfully

@

The shared/bridged line registers successfully

Registering
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Icons

Description

Register failed

DND is enabled on this line

Call forward is enabled on this line

Icon indicator (associated with call park/retrieve park)

Icons

Description

¢

Call Park Park successfullyCall park idle

state)

®

Call Park Park failed)

\ 3

Call Park (Call park ringing state)

&

Retrieve Park

Icon indicator (associated with ACD)

Icon Description
Logged in the ACD system

f__' The ACD status is available
The ACD state is Wrap up

rd The ACD status is unavailable
Logged out of the ACD system

Icon indicator (associated with Intercom)

Icons

Description

| 1]

Intercom idle state

-
|

Intercom ringing state

,_
]

20

Intercom talking/callout state
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Icons Description

Ra Intercom failed state

Icon indicator (associated with BLF/BLF Li3t

Icons Description

& BLF/BLF Lisidle state

BLF/BLF list ringing state
(Flashing)

-

BLF/BLF list callout state
(Flashing)

BLF/BLF list talking state

B

BLF hold state

B

BLF list call park state

B

& BLF/BLF List failed state

Icon indicator (associated with a shared ling

The local SCA phone indicates the phone is involved in an SCA call, while the monitoring SCA
phone indicates the phone is not involved in the SCA call.

Icon Description

ﬂ The shared line is idle.

3

(for monitoring SCAphone)

The shared line is seized.

ﬂ The shared line receives an incoming call.

The shared line is dialing.

The shared line conversation is placed on

ﬂ The shared line is inconversation.

public hold.
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Icon Description

O

(for local SCAphone)

The shared line conversation is placed on

ﬂ private hold.

(for monitoring SCAphone)

;@; The shared line conversation is barged in by
the other shared line party.

For a multi-party call, all the shared line
% parties participating in this call place the

shared line conversation on hold.

Icon indicator (associated with a bridged line)

The local BLA phone indicates the phone is involved in a BLA call, whilehe monitoring BLA
phone indicates the phone is not involved in the BLA call.

Icon Description

= The bridged line is idle.

®

(for monitoring BLAphone)

The bridged line is seized.

ﬂ- The bridged line receives an incoming call.

The bridged line is dialing.

The bridged line is in conversation.

The bridged line conversation is placed on
hold.

N

Other Icons

Icon indicator (associated with call recording)

Icons Description

Recording box is full (Using a record key)
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Icons Description
H A call cannot be recorded (Using a record key)
L Recording starts successfully (Using a record key)

Recording cannot be started (Using a record key)

Recording cannot be stopped (Using a record key)

Icon indicator (associated with call history)

Icons Description
* Received Calls
‘f Placed Calls
¥ Missed Calls
> Forwarded Calls
Icon indicator (associated with contact)
Icons Description

The contact icon

3

The default caller photo

LED Instructions

Power Indicat or LED

LED Status

Solid red
Fast flashing red (300ms)

Slowly flashing red (1s)

Off

Description
The phone is initializing.

The phone is ringing.

The phone receives a voicemail or text message.

The phone is powered off.
The phone is idle.
The phone is busy.

The call is placed on hold or is held.
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LED Status Description

The call is muted.

Line key LED
LED Status Description

) The line is seized.

Solid green S )
Theline is in conversation.

Fast 1ashing green The line receives an incoming call.
Slowly flashing green The call is placed on hold.
Off The line isinactive.

Line key LED (configured as a BLF keyor BLF List key

LED Status Description
Solid green The monitored useris idle.
Fast fashing red (200ms) The monitored user receives an incoming call

The monitored user is busy.
Solid red The moni t ocorwatsatiorsieptaged on hold

(This LED status requires server support).

] The call is parked against
Slowly flashing red (1s)
number.
Off The monitored user does not exist.

Line key LED (used asa page switch key)

LED Status Description

There is a parked callon the line key of the non-current
page.

Solid red

) The line receives an incoming callon the line key of the
Fast 1ashing green
non-current page.

) The monitored user receives an incoming callon the line
Fast 1ashing red
key of the non-current page.

Off The line keys are idle.

10
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Note

Line key LED (associated with a shared ling

The local SCA phone indicates the phone is involved in an SCA call, while the monitoring SCA

phone indicates the phone is not involved in the SCA call.

LED Status
Off

Fast flashing green

Solid green (for local SCA
phone)

Solid red (for monitoring SCA
phone)

Slowly flashing green (for local
SCAphone)

Slowly flashing red (for
monitoring SCAphone)
Slowly flashing green (for local
SCAphone)

Solid red (for monitoring SCA
phone)

Description

The shared line is idle.
The shared line receives an incoming call.

The shared line is in conversation.

The shared line isdialing.

The shared line is seized.

The shared line conversation is barged in by the other
shared line party.

The shared line conversation is placed on public hold.

The shared line conversation is placed on private hold.
For a multi-party call, all the shared line parties
participating in this call place the shared line

conversation on hold.

Line key LED (associated with a bridged line)

The local BLA phone indicates the phone is involved in a BLA call, while the monitoring BLA

phone indicates the phone is not involved in the BLA call.

LED Status

Off

Fast flashing green

Solid green (for local BLA
phone)

Solid red (for monitoring BLA
phone)

Slowly flashing green (for local
BLAphone)

Slowly flashing red (for
monitoring BLAphone)

Description

The bridged line is idle.

The bridged line receives an incoming call.

The bridged line is in conversation.
The bridged line is dialing.

The bridged line is seized.

The bridged line conversation is placed on hold.

The above introduces the default LED status. The statuses of the power indicator LED and BLF ke)
LED are configurablevia web user interface. You can also customize the BLF key LED status and
BLF key behaviorFor more information, contact your system administrator.
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User Interface s

Two ways to customize configurations of your SIRT29G IP phone:

The user interface on the IP phone.
The user interface in a web browser on your PC.

The hardware components keypad and LCD screen constitute the phone user interfacewhich
allows the user to execute all call operation tasks and basic configuration changes directly on
the phone. In addition, you can use the web user interface to access all configuration settings. In
many cases it is possible to use either the phone user interface and/or the web user interface
interchangeably. However, in some cases, it is only possible to usene or the other interface to
operate the phone and change settings.

Phone User Interface

Note

You can customize your phone by pressing the Menu soft key to access the phone user
interface. The Advanced option is only accessibleto the administrator, and the default
administrator password isjadminD{ase sensitive). For more information on customizing your
phone with the available options from the phone user interface, refer to Customizing Your
Phone on page 41.

For a better understanding of the menu structure, please refer to Appendix B § Menu Structure
on page 223.

Web User Interface

Note

12

In addition to the phone user interface, you can also customize your phone via web user
interface. In order to accessthe web user interface, you need to know the IP address of your
new phone. Toobtain the IP address,press the OK key on the phone when the phone is idle.
Enter the IP address (e.g., http://192.168.0.10 or 192.168.0.10 for IPy4
http://[2005:1:1:1:215:65ff:fe64:6e0a] or [2005:1:1:1:215:65ff:fe64:6e0a] for IPv6) in the address
bar of a web browser on your PC. The default administrator user name and password are both

JadminDigase sensitive).

The access of Advanced settings pageof the Account or Network web page may be

restricted by the web explorer (e.g., Chr ome,

pl ugi nDz

Fi

reboc
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The options you can use to customize the IP phone via phone user interface and/or via web user
interface are listed in the following table:

Options Phone User Interface Web User Interface
Status
--1Pv4
--MAC
--Firmware é S
--Network
--Phone
--Accounts
Basic Phone Settings
--Wallpaper S
--Screen Saver S S
--Power Saving X
--Backlight S
--Contrast S X
--Language S
--Time & Date S
-- Administrator Password S
--Key As Send S
--Phone Lock S
--Audio Settings
--Ring Tones $ -
--Key Tone S S
--BLF Ring Type S
-- Contact Management
--Directory X
--Local Directory S
-- Blacklist S
--Remote Phone Book X
--Call History Management S
-- Search Source List in Dialing X
--Headset Use S
-- Bluetooth Headset S
--DSS Keys S /
--Account Registration S S
--Dial Plan X
--EmergencyNumber X
--Live Dialpad X
--Hotline S
Basic Call Features z
--Recent Call In Dialing X S

13
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Options Phone User Interface Web User Interface
--Auto Answer S
--Auto Redial S
--Call Completion S
--ReCall S
--Do Not Disturb (DND) S
--Call Forward S
--Call Transfer S
--Call Waiting S
--Conference X
--Call Park S
--Call Pickup S
--Anonymous Call S
--Anonymous Call Rejection S
Advanced Phone F eature s
--Busy Lamp Field(BLF) S
--BLF List X
--Call Recording S
--Hot Desking S
--Intercom S ,
--Multicast Paging X S
--Music on Hold X
-- Automatic Call Distribution (ACD) X
--Shared Call Appearance (SCA) X
--Bridged Line Appearance (BLA) X
--Messages S
SIP Account
--User Options
-- Activation S
--Label S
--Display Name S
--Register Name S
--User Name S
--Password S S
--ServerOptions
--SIPServer1/2 S
--Register Port X
--Outbound Status S
--Outbound Proxy1/2 S
--Fallback Interval S
--NAT Status S
Note The table above lists most of the feature options. Please refer to the rekevant sections for more
information .
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Documentations

The following table shows documentations available for the SIRT29G IP phone.

Name Contents Where found Language
Basic call features .
In the package English

Quick Start Guide | 2nd phone
customizations On the website English/Chinese
Phone/Web user
interface settings

User Guide Basic call features On the website English/Chinese
and advanced
phone features

Note You can also download the latest documentations online:

http://support.yealink.com/documentFront/forwardToDocumentDetailPage?documentld=15 .

15
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Getting Started

This chapter providesthe following basic installation instructions and information for obtaining

the best performance with the SIPT29GIP phone. Topics include:

Paclaging Contents
Phone Installation
Network Connection
Phone Initialization

Phone Status

Basic Network Settings
Wireless Network Settings
Registration

Idle Screen

Entering Data and Editing Fields

If you require additional information or assistance with your new phone, contact your system

administrator.

Packaging Contents

The following components are included in your SIRT29G IP phone package:

. SIP-T29G IP Phone

Yealink

17
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. Phone Stand

. Handset & Handset Cord

s>
i\

. Ethernet Cable

. Quick Start Guide

Check the list before installation. If you find anything missing, contact your system

administrator.

Optional Accessories

The following items are optional accessories for your SIPT29G IP phone. You need to purchase
them separately if required.

18
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. Power Adapter (5.5mm DC plug)

. Wall Mount Bracket

| A p A
|\ \_fII:Hj A

. Headset

. Wireless Headset Adapter EHS36

. Bluetooth USB D ongle BT40

19
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. Wi-Fi USB Dongle WF40

N

Note We recommend that you use the accessories provided or approved by Yealink. The use of
unapproved third -party accessoriesmay result in reduced performance.

Phone Installation

If your phone is already installed, proceed to Phone Initialization on page 24.
This section introduces how to install the phone:

1) Attach the stand or the optional wall mount bracket
2) Connectthe handset and optional headset
3) Connect the optional USB flash drive

4)  Connectthe power

1) Attach the stand or the optional wall mount bracket

Desk M ount Method

[—] =
@ ‘Ij' [—]
[—] [—]
— —
‘Ij' —
= =

Desk Mount Method —

LAEEL LTSS AL
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Wall Mount Method (Optional)

ALY

Note The hookswitch tab has a lip which allows the handset to stay on-hook when the IP phone is
mounted vertically.

For more information on how to attach the wall mount bracket, refer to Yealink Wall Mount
Quick Installation Guide for Yealink IP Phones

2) Connect the handset and optional headset

Note The EXT port can also be used to connect an expansion module EXP20.

For more information on how to use EHS36 and EXP20, refer toYealink EHS36 User Guidand
Yealink EXP20 User Guide

21
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3) Connect the optional USB flash drive

Note The USB flash drive should be purchased separately if required.

The USB port can also be used to connect the Bluetooth USB dongle BT40 or WFi USB dongle
WF40. The Bluetooth USB dongle BT40 and WFi USB dongle WF40 shold be purchased
separately. For more information on how to use the BT40 and WF40, refer to Yealink Bluetooth
USB Dongle BT40 User Guidand Yealink WiFi USB Dongle WF40 User Guide

4)  Connect the power

You have two options for power connection. Your system administrator will advise you which

one to use.

AC power (Optional)

Power over Ethernet (PoE)
AC Power (Optional)

To connect the AC power:

1. Connectthe DC plug on the power adapter to the DC5V port on the phone and connect the

other end of the power adapter i nto an electrical power outlet.

Power Adapter
(DC 5V)p

EXT PC Intarnat

> |OFTe0D

AC Power Option

| m— | —
= =
—= —=
&
laallos
— —

Note The IP phoneshould be used with Yealink original power adapter (5V/2A) only. The use of the
third -party power adapter may cause the damage to the phone.
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Power over Ethernet

With the included or a regular Ethernet cable, the SIRT29G IP phone can be powered from a

PoE compliant switch or hub.

To connect the PoE :

1. Connect the Ethernet cable betweenthe Internet port on the phone and an available port

on the in-line power switch/hub.

PoE (Power over
Ethernet) Option

IEEE 802.3af compliant
PoE Hub/Switch

Note Ifin-l i ne power is provided, you do pojdradapiee dakd o
sure the switch/hub is PoE compliant.

Important! Do not remove power from the phone while it is updating firmware and
configurations.

Network Connection

You havetwo options for network connection. You can select one of them according to the

current office environment.

Connecting to the wired network

Connecting to the wireless network

23
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Connecting to the Wired Network

Note

You can connect your phone to a wired network.

Before connecting your phone to the wired network , it is important to note that the Wi-Fi

feature should be disabled. For more information, refer to Connecting to the Wireless Network

on page 24.
PC -
fi J'r""‘ﬁ\. PC Connection
h (Optional)

[ m@m SETE00

—_.— __)\\_f] A

The phone can also share the network with another network device such asa PC (personal

computer). Thisis an optional connection. For more information on this function, contact your
system administrator.

Connecting to the Wireless Network

Yealink SIRT29G IP phone supports Wi-Fi feature. You can connect your phone to a wireless
network. The wireless network is more convenient and cost-effective than wired network. The PC
port is unavailable when using wireless network. For more information on how to connect to a
wireless network, refer to Wireless Network Settings on page 28.

Phone Initialization

Note

24

After your phone is powered on, the system boots up and performs the following steps:

Automatic Phone Initialization

The phone finishes the initialization by loading the saved configuration. The LCD screen displays
"Welcomel ni ti al i zi ngAPI| eiathlzatomai t" during th

DHCP (Dynamic Host Configuration Protocol)

The phone attempts to contact a DHCP server in your network to obtain valid IPv4 network

settings (e.g.,IP address, subnet mask, default gateway address and DNS addre$sy default.

If your network does not use DHCP,proceed to Basic Network Settingson page 26.
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Phone Status

You can view phone status via phone user interface or web user interface.

Available information of phone status includes:
Network status (IPv4 status orlPv6 status, IP mode and MAC address)
IPv4 uses a 32bit address.

IPVv6 is an updated version ofthe current Internet Protocol to meet the increased
demands for unique IP addresses, using a 128bit address.

Phone status (product name, hardware version, firmware version, product ID, MAC address
and device certificate status).

Account status (register status of SIP accounts.
To view the phone status via phone user interface:

1. Press , Or pressMenu ->Status.

2. Press@ or @ to scroll through the list and view the specific information.

2. MAC: 00-15-65-78-6F-FA

3. Firmware: 46.81.0.20

4. More...

To view the phone status via web user interface:

1. Open aweb browser on your computer.
2. EnterthelPaddres i n t he br owsandtijes pressthe Erdes ley. b ar
(e.g., Jhttp://192.168.0.10Dzfor | Pv4 . or Jhttp://T]:

3. Enter the user name (admin) and password (admin) in the login page.

Log [N Gigabit Color IP Phone SIP-T29G

Username admin
Password eeeee

4. Click Confirm to login.
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The phone statusis displayed on the first page of the web user interface.

Log Out

Yealink |

Account Network Dsskey Features Settings Directory Security

Status Version @ NOTE
Firmware Version 46.81.0.20
Version
Hardware Version 46.0.0.128.0.0.0 It shows the version of firmware
and hardware.
Device Certificate ()
Network
Device Certificate Factory Installed It shows the network settings
Network o of Internet (WAN) port.
Intemet Port o CIFET
It shows the registration status
IPv4 0 of SIP accounts.
WAN Port Type DHCP You can dlick here to get
more guides.
WAN IP Address 10.2.20.208
Subnet Mask 255.255.255.0
Gateway 10.2.20.254
Primary DNS 192.168.1.20
Secondary DNS 192.168.1.22
Note If IP mode of the phone is configured as IPv4 & IPv6 , you can enter either of them in the

br owser 0s @ dierthe phene btaus. IPv6is not available on all servers. Contact
your system administrator for more information.

Basic Network Settings

If your phone cannot contact a DHCP server for any reason, you needto configure network

settings manually. The IP phone can support either or both IPv4 and IPv6 addresses
To configure the IP mode via phone user interface:

1. PressMenu->Advanced (default password: admin) ->Network ->WAN Port .

2. Press@ or @ , or the Switch soft key to select IPv4, IPv6 or IPv4 & IPv6 from the IP
Mode field.

WAN Port

3. Press theSave soft key to accept the change or the Back soft key to cancel.

You can configure a static IPv4 address for the IP phone. Before configuring it, make sure that
the IP mode is configured as IPv4 or IPv4 & IPV6.
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To configure a static IP v4 address via phone user interface:

1. PressMenu->Advanced (default password: admin) ->Network ->WAN Port .

2. Press@ or® to selectlPv4 and then press the Enter soft key.

WAN Port

1. IP Mode: IPv4

3. Press@ or @ , or the Switch soft key to select the Static IP from the Type field.

4. Enter the desired value inthe IP Address, Subnet Mask, Default Gateway, Pri.DNS and
Sec.DNS field respectively.

IPv4 WAN Port
1. Type: Static IP
2. IP Address: 192.168.1.10
3. Subnet Mask: 255.255.255.0
4. Default Gateway: 192.168.1.254

5. Press theSave soft key to accept the change or the Back soft key to cancel.
You can configure a static IPv6 address for the IP phone. Before configuring it, make sure that
the IP mode is configured as IPv6 or IPv4 & IPv6.

To configure a static IP v6 address via phone user interface:

1. PressMenu->Advanced (default password: admin) ->Network ->WAN Port .

2. Press@ 0r® to selectlPv6 and then press the Enter soft key.

WAN Port
1. IP Mode: IPv6
2. IPv4
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3. Press@ or@ , or theSwitch soft key to select the Static IP from the Type field.

4. Enter the desired value inthe IP Address, IPv6 IP Prefix , Default Gateway, Pri.DNS and
Sec.DNS field respectively.

IPv6 WAN Port
1. Type: Static IP
2. IP Address: 2005:1:1:1::25
3. IPv6 IP Prefix: 64

4. Default Gateway: 2005:1:1:1::1

5. Press theSave soft key to accept the change or the Back soft key to cancel.

Note The wrong network settings may result in inaccessibility of your phone and may also have an
impact on your network performance. For more information on these parameters, contact your
system administrator.

Wireless Network Settings

Wi-Fi isa popular wireless networking technology that uses radio waves to provide wireless
high-speed Internet and network connections. You can activate/deactivate the Wi-Fi mode on

the IP phone, and then connect your phone to the desired wireless network.

Note Ensure that the Wi-Fi USB Dongle WF40 is properly connected to the USB port at the back of the
IP phone. For more information, refer to Phone Installation on page 20.

Activating the Wi -Fi Mode

To activate the Wi -Fi mode via phone user interface:

1. PressMenu ->Basic->Wi-Fi.
2. Press@ or@ , or theSwitch soft key to select On from the Wi-Fi field.

3.  Press the Save soft key.
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The IP phone scans the availablewireless networks in your area.

Wi-Fi:

Wireless Status

The storage network

14 available networks(Connected with Yealink_M...

Switch

When Wi-Fi USB dongle WF40 issonnected to the USB port at the back of the IP phone, the LCD
screen wi WiFiadapterigs beerjadded, scanning the available wireless networkright

now?DZ You ®©K soft key te atsvate Wi-&i mode directly and scan Wi-Fi devices
automatically.

14 06 Fri, Sep 02

Wi-Fi adapter has been added, scanning the
available wireless network right now?

Cancel

Connecting to the Wireless Network

Three ways to connectIP phone to the wireless network:

Manually connect to an available wireless network
Wi-Fi Protected Setup (WPS)

Manually add a wireless network

Manually Connect to an Available Wireless Network
To manually connect to a wireless network via phone user interface:

1. PressMenu ->Basic->Wi-Fi.

2. Press@ or @ to hig hlight X available networks (X represents the number of
available networks), and then press the Enter soft key.

If there is no available wireless network, press theScan soft key to search for the wireless
network again.
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3. Press@ or@ to select thedesired wireless network.

Available Wireless Network

Detail

4. Press theConnect soft key.

5. If the network is secure, enter its password in the Password field.

Available Wireless Network

@ PIN

Password |eee

Cancel

6. Press theOK soft key.

Once the connection has completed successfully, the icon appears after the name of

wireless network.
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